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CERTIFICATE FOR CHINACOMPULSORY PRODUCT GERTIFICATION

No. : 2015011002801631

NAME AND ADDRESS OF THE APPLICANT

Philips Lighting B.V.
High Tech Campus 45 5656 AE Eindhoven The Netherlands

NAME AND ADDRESS OF THE MANUFACTURER

Philips Lighting B.V.
High Tech Campus 40 5656 AE Eindhoven The Netherlands

NAME AND ADDRESS OF THE FACTORY

Philips Lighting Electronics Poland
Przemyslowa 29 str, 64-920 PILA, Poland

NAME, MODEL AND SPECIFICATION

A.C. Supplied Electronic Controlgear For LED Modules (LED
Controlgear, Dimmerable, Built-in, Constant Current Mode, ta:60° C,
tc:90° C, Temperature Declared Thermally Protected: 110° C)
Xitanium 110W 0. 2-0.6A 215V TD 230V iXt Qutput: (. 20-0.60A 100-215Vde
Max. 280Vde; Input: 220-240V 50/60Hz.

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS
GB19510. 14-2009, GB19510. 1-2009, GB17743-2007, GB17625.1~-2012
This is to certify that the above mentioned products have met the

requirements of implementation rules for compulsory certification(REF
NO. CNCA-C10-01:2014).

Date of issue: Sep. 01, 2015 Date of expiry: Sep. 0], 2020

Validity of this certificate is subject to positive result of the regular
follow up inspection by issuing certification body until the expiry date.

This certificate can be verified through CNCA's website: www.cnca. gov. cn

President:

CHINA QUALITY CERTIFICATION CENTRE

Section 9,N0.188, Nansihuan Xitu, Beijing 100070 P.R.China
hitp://www.cqce.com.cn
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