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Licence Holder Philips Lighting By.
High Tech Campus 45
Eindhoven, 5656 AE The Netherlands

Production site Philips Lighting Poland S.A.
UI. Przemyslowa 29, 64-920 Pila
Poland
See Page 3

ENEC License No. ENEC-01127-P3-A2

Certification Mark See Annex 1

Certified Product Built-in LED Module
Model b LED Strip w xu ylm zcc s d eVgD a

See Page 2

Trademark PHILIPS

Rated Voltage! Frequency Max 121 V = See Page 2
Rated Current! Power Max 1900 mA See Page 2

Insulation Class

Degree of protection (IP)

Complying with following European PD EPRS 001:2014-12; IEC 62717:2014
Standards for safety and the EPRS

for performance

EPRS Test Report No.
Additional 4788308024.1 issued on 2018-07-09

I Certifinager
ENEC end ENEC0 Reqoiretntento. The 000igneted Linenre holder in ent,tled to one the ENEC 15 Meeh(n) (enJan rik Storgaard ohewn In ennro I) foe the Ce,t,lied Prodeot neenetenlered Cl the ptodonlion nlte(n( Identtfied obove In
ennoedenne wdh the ENEC Meek Serene Agreee,ent lnnledng w,thot lie,itetien the ENEC Meek TenEng nerd
Ceettfieetion Sombre Seenine Tern,.. Only there PCodenle beofing the ENEC Memk(n) oheeld be eennidn,ed
en bring nne000d b IlLo ENEC end ENECO Monk heroine.. Tin. Linenno ohell ren,ein nolid brie lrmn,irdeed
00,1100 in rdenne wdh the Senwne Agroennent inoloding witireot lintiletlee the Stendend ident,fied on thin
Coetifinete in ee,ended or w,tlrdrewn pene the DOte of Withdrewel of nontlinting Stenderd(n).

Certification Body UL International Demko AIS, Borupvang 5A, DK-2750
Ballerup, Denmark, Tel. +4544 85 65 65, info.dk@ul.com
www.ul-europe.com



Product Key:

b LED Strip w xu ylm zcc s d eVgD a
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b = Family name (may be “Fortimo” or CertaFlux”);
w = Product width in mm (optional) (two digits, if it is omitted width is 20 mm);
x Product length in feet or mm or inch (1-4 digits/characters (for example 1.5 or 102));
u = Measurement unit for product length (two characters, may be ‘ft’ or “mm’ or “in”);
y = Lumen output (three or four digits);
z = CR1 of LED divided by 10 (one digit, may be “8” or “9”);
cc = Color temperature of LED divided by 100 (two digits, may be between 27 and 65);
s = Specials (may be blank or HE” = High Efficiency, or “PW” = Premium White);
d = Connector designator in case of “ft’ or “in” (may be blank or “NA” or “1 R” or “FC” = front connector or BC”

= back connector);
e = Voltage type (one character, may be “H’ or “L”);
g = Number of LED module’s generation (one digit, may be 4” or “5);
D = Connector designator in case of “mm” (may be blank or “F” = front connector, or “B = back connector);
a = Commercial suffix for commercial purposes (optional)

Performance ratings of the series:
Max Luminous Max

Supply Current Power
Flux Efficacy CCT CR1Type

[mA]
[Im] [ImlW] [K]

570 69
>80HV 720 48 8000 168 2700-6500 K
>90600 37

1900 70
>80LV 400 39 8000 168 2700-6500 K >901800 63

Tp Max 95 “C

Ambient
temperature -40°C / +80°C
Range:

(**): When w = ‘ 32” in the product key

Certification Body Thin in to neryfy thot rep, enfottue 000tple(n) of the Produot d000ribed herein (“Corttlted Produnt’l hene been nettlgdted
dod found in oontpIionne with tho Stundord(o) inditoted on the Lttnrwe, in0000rdonte wtth the ENEC Requiren,ent.. The
000ignotod Liono widen to entttlod to one the ENEC 15 Monk on ohown in onneo 1) forth. Certitind Produot nfunuforttteed
Ct the pnoduntion oitoo) dent hod ubovO in otndunne with the ENEC Monk Sw-vine A5reowent intiudin5without 11,0110th,
the ENEC Monk Tenting end Certilinutton Serutoon Seevine Teown. Only Stone Prodontn bed,,ng I he ENEC Mo,h ohould ho
n000id000don being nolered by UL’n ENEC Mw-k Soermne. Thin Unwnoo ohult rnrntoin voild utiteno lerntinotod 00,11w in
uno0,ddflne with the Seevino Agreennent inoloding without litnitotinn it tho Stoodord dentified on thin Certtf,00te in w-000ded
or wlthdrown pniot the Otto or Withdr,wol of nonilioting Stondordln)



Factories:
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Philips Lighting Electronics Mexico
Av. Del Aguila Real num. 19451, Parque Industrial Bajamaq El Aguila 22215 Tijuana
Mexico

Philips Lighting Brazil
Zoroastro Henrique Amorin, no. 385 Distrito Industrial
Claudio Galvao Nogueira
Varginha, 37066-415 MG Brazil

Additional Information:

The original report was modified to include the following changes/additions:
- Addition of new model HE” and “Product Key” update
- Increase of supply current of model Fortimo LED Strip 2ft 40001m zcc FC HV5
- Addition of 1 new screwless terminals

This certificate replaces Certificate No. ENEC-01127-P2-M1-S-PLUS-UL issued on 2018-04-05

This is to certdy that rep ntative sawple(s) of the Product described heroin (Certified Product) have
been investigated and found In compliance with the Stendord(s) Indicated on this License, in accordance
with the ENEC Requirements. Thu Designated Licensa holdenis entitled In use the ENEC If Mark (cc shown
inanneo I)fee the Cemtihed Product eufaetaredat the production site(s) identitied aoveinacoordanee
with the ENEC Mark Service Agreenrent including without linmitation the ENEC Mark Testing and Certification
Services Service Terms. Only those Products toearieg the ENEC Mark should be considered as being
covered by ULs ENEC Mark Service. This Li cense shall ren,aln vaild unless terminated earlier In accordance
with the Service Agreement including without limitation if tire Staedaed identified on this Certificate in
emended or withdrawn prior the Date cf Withdrawal of conflicting Standard(s).

Certification Body



Annex I to Licence No.

ENEC-Ol 127-P2-M2-S-PLUS-UL

Annex of the form of the Mark

* Identification number of the Certification Body

Size of the mark:

The size of the mark may be reduced on the condition that
it remains legible and that the ratio b/a=1 ,7 is kept

Certification Body This is ts cenhfy that representative sample(s) of the Product described herein (Ceetihed
Product’) have been investigated and teund is semptianve with the Standard(s) indicated on this

Licenseieacsendancewith the ENEC Requirements. The Designated LIcense hctder is ontitted to

use the ENEC ha Manh (as show,, In ancea t) ten the Certified Predact marstactvned at the
production site(s) idontitied aheve inasssndance with the ENEC Mark Service Agneawnot icctvding
witheut liwitatien the ENEC Murh Testing and Certiticatien Services Sender Teems, Only thase
Products beaning the ENEC Mark shauld be cansidenod as being covered by UL’s ENEC Muck
Service. This License shalt remain valid unless terminated earlier in accurdanve with the Service

Agreement Including withest limitation If the Standard ideetihod on this Certificate is amended or
withdraws peter the Date etceithdramal cf ecnftlcting Standard(s).
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