D DEKRA

CERTIFICATE

Vi l'/’/‘/h'l‘q 4@ ’
Issued to: ',’f,"/':'s’i'»ﬁ'/’/ﬁ"f"/:f""f"ﬁ':,bjﬁ,u‘/,'* i
Applicant: Manufacturer/Licensee: WWW%%%%’//
Philips Lighting B.V. Philips Lighting B.V. i ,W/g’%
High Tech Campus 45 High Tech Campus 45 ‘ H/ ‘ ; W%@%@ﬁ
5656 AE Eindhoven 5656 AE Eindhoven I Wj i %WW
The Netherlands The Netherlands il //W i 74%’/’4?%@’
Product : Electronic driver for LED modules | /////
Trade name : PHILIPS y
Type : XiLP 35W 0.3-1.0A S1 230V C150 sXt /
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Certificate number: 2184600.04 // ///

DEKRA Certification B.V.

drs. G.J. Zoetbrood A.P.van der Veen
Managing Director Certification Manager
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ANNEX TO ENEC KEMA-KEUR CERTIFICATE 2184600.04

SPECIFICATION OF THE CERTIFIED PRODUCT

Product data

product . Electronic driver for LED modules
trade name : PHILIPS

type : XiLP 35W 0.3-1.0A S1 230V C150 sXt
rated current : 0,20..0.19 A

rated voltage 1 220-240V

rated input power AW

nature of supply . ac

rated frequency ;. 50/60 Hz

max.case temperature (tc) : 90°C

power factor : 0.95

output voltage ;. 20-60V

output current : 100-1000 mA

max. output voltage 80V

TESTS

Test requirements

EN 61347-1:2008 + A1:2011 + A2:2013
EN 61347-2-13:2014

EN 62384:2006 + A1:2009

Test result
The test results are laid down in DEKRA test file 2184600.00.

Remarks

The LED driver is equipped with an isolated SELV output.

The insulation between primary and secondary is SELV.

The insulation between primary and equipotential terminal is double insulated
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Conclusion
The examination proved that all test requirements were met.

The tests were performed by the manufacturer under the conditions of the agreement concerning the
manufacturers right to conduct type tests for the KEMA-KEUR / ENEC certification system under
supervision of DEKRA (Supervised Manufacturers Testing).

Supervised by : T.H.J.M. Michels N

Checked by : H.J.H. te Lindert

Factory location

Philips Lighting Electronics Poland
ul Przemyslowa 29

64-920 Pila

Poland
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