D DEKRA

CERTIFICATE

Issued to:

Applicant: Manufacturer/Licensee:
Philips Lighting B.V. Philips Lighting B.V.
High Tech Campus 45 High Tech Campus 45
5656 AE Eindhoven 5656 AE Eindhoven
The Netherlands The Netherlands
Product . Electronic driver for LED modules

Trade name : PHILIPS

Type : XITANIUM 40W 0.7A Prog+ GL-J sXt

The product and any acceptable variation thereto is specified inthe Annex1o/this certificate/and the
documents therein referred to.

DEKRA hereby declares that the above-mentioned producthas been certified on the’ basis /of:

— atype test according to the standard EN 61347-1:20087 EN 61347-213:20/4;/EN 62384‘ 2006;
— an inspection of the production location-according to CENELEC Operannal Doc;

— a certification agreement with the number 947556 /)

The ENEC KEMA-KEUR certification’ mark may/be applled to'th
the duration of the ENEC/KEMA-KEUR certification agreeme’
KEMA-KEUR certification agreement.

This certificate is issued on:/19 November' 2015 and expires upon WIthdrawal’of one of the above
mentioned standards.

Certificate number: 2188185.07

DEKRA Certification B.V.

%&

drs. G.J. Zoetbrood HJ Brouwer
Managing Director Certification Manager

© Integral publication of this certificate is allowed

ACCREDITED BY THE 7\
DUTCH ACCREDITATION @lk\ 05 K E M A
i EUR
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SPECIFICATION OF THE CERTIFIED PRODUCT

Product data

product . Electronic driver for LED modules
trade name(s) . PHILIPS

type(s) : XITANIUM 40W 0.7A Prog+ GL-J sXt
rated current : 0,39..017 A

rated voltage :120..277V

nature of supply :ac

rated frequency . 50/60 Hz

max. case temperature (tc) . 80°C

output voltage : 29..57V

max. output voltage : 85Vdc

power factor (pf) : 0,98....0,93

Additional information

LED driver is completely potted with asphalt.

The insulation between primary and secondary is SELV.

The insulation between primary / secondary and housing is double insulation.

TESTS

Test requirements

EN 61347-1:2008 + A1:2011 + A2:2013
EN 61347-2-13:2014

EN 62384:2006 + A1:2009

Test result
The test results are laid down in DEKRA test file 2188185.00.

Remarks
This certificate supersedes certificate 2179584.01.
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Conclusion
The examination proved that all test requirements were met.

The tests were performed by the manufacturer under the conditions of the agreement concerning the
manufacturers right to conduct type tests for the KEMA-KEUR / ENEC certification system under
supervision of DEKRA (CTF Stage 3)

Supervised by : T.H.J.M. Michels >/IW‘/

Checked by :  H.J.H. te Lindert
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Factory location
Philips Lighting Electronics, N- America

Av. Del Aguila Real 19451
22570 Tijuana, Baja California
Mexico
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List of components

page 4 of 4

Component trade name type/model approval mark "

PCB Several FR4 130°C,V-O UL,*

F1 Bel fuse inc. MRT series, T1 A/250V UL,VDE,CSA,CCC

F2 Wickmann / 383 series, T6,3A/250V UL,VDE,CSA,CCC
Littelfuse

C21 Murata KX series Y1-CAP 2,2nF, 300V VDE

V1 Epcos AG SIOV-Q VDR 320V UL, VDE

V3 Epcos AG SIOV-S VDR 320V UL, VDE

C6 (X cap) Faratronic MKP62 330nF 20% 305V UL, VDE

C16, C23, C38 (Y-cap) Murata KX series Y1-CAP 1nF 300V UL,VDE,CSA

T2 WE-Midcom 750311410 26mH *

u7 Vishay SFH6156 UL, VDE

U4 Texas Instruments | ISO7520C UL, IEC, CSA

L3 WE-Midcom 750313196 *

Q2 ST STD8N65M5 650V 7 A *
Microelectronics

Q3, Q4 ST STP4NK60ZFP 600V 4 A *

Microelectronics

") * indicates a component tested as part of the appliance
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