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CERTIFICATE

Issued to:
Applicant: Manufacturer/Licensee:
Philips Lighting B.V., GBU LED Systems
Mathildelaan 1
5611 BD Eindhoven, The Netherlands

Philips Lighting B.V., GBU LED Systems
Mathildelaan 1
5611 BD Eindhoven, The Netherlands

Product : LED driver
Trade name : PHILIPS
Type : XITANIUM 75W SH 0.3 – 1A 110V I 230V

The product and any acceptable variation thereto is specified in the Annex to this certificate and the 
documents therein referred to.

DEKRA hereby declares that the above-mentioned product has been certified on the basis of:
 a type test according to the standard EN 61347-1:2008; EN 61347-2-7:2012; EN 61347-2-13:2006;

EN 62384:2006
 an inspection of the production location according to CENELEC Operational Document CIG 021
 a certification agreement with the number 2037471

DEKRA hereby grants the right to use the ENEC KEMA-KEUR certification mark.

The ENEC KEMA-KEUR certification mark may be applied to the product as specified in this certificate for 
the duration of the ENEC KEMA-KEUR certification agreement and under the conditions of the ENEC 
KEMA-KEUR certification agreement.

This certificate is issued on: 18 March 2013 and expires upon withdrawal of one of the above mentioned 
standards.

Certificate number: 2159782.01
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SPECIFICATION OF THE CERTIFIED PRODUCT

Product data
product : LED driver
trade name : PHILIPS
type : XITANIUM 75W SH 0,3-1A 110V I 230V
rated current : 0,37 A
rated voltage : 220...240 Vac 186...250 Vdc
nature of supply : ac / dc
rated frequency : 50...60 Hz, dc
ta : -20...+50 °C
tc : 75 °C
Pout : 75 W
Uout : 120 Vmax
Iout : 1 A
Powerfactor : 0,9C
Pfan : 2 W
Ufan : 12 V
Ifan : 0,17 A

TESTS

Test requirements
EN 61347-1:2008 + A1:2011 
EN 61347-2-7:2012 
EN 61347-2-13:2006 
EN 62384:2006 + A1:2009 

Test results
The test results are laid down in DEKRA test file 2159782.00.

Remarks

Housing suitable for built-in and independent use with loop-through.
Mains input terminal is suitable for wiring diameter 0,75 mm2 to 2,5 mm2. 

LED /FAN driver output terminal is suitable for wiring diameter 0,5 mm2 to 1,5 mm2. 

The driver is short circuited protected and insulation between primary and secondary is considered as 
SELV.
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Conclusion
The examination proved that all test requirements were met.

Tested by : J.H. Rikkers n
Checked by : T.H.J.M. Michels d
Factory location
Philips Lighting Electronics Poland
ul Przemyslowa 29, 64-920 Pila
Poland
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List of components

Component trade name type/model approval mark 
1)

Capacitor C301 Murata 300 V VDE
Terminal X1 Wago 804 serie VDE
Terminal X2 Wago 250 serie VDE
Terminal X3 JST B07B-PASK-1(LF)(SN) * / UL
Fuse X101 Littelfuse 392 1,25 A 250 V VDE
Transformer L300 Vogt IC 121 006 1102 EVD26 *
Transformer L500 Wurth 2 mH *
PCB Several 94V-0 UL,*
1
) * indicates a component tested as part of the appliance




