
Disconnect the mains wire;

Use screws to fix the product through the u-shaped groove on both sides;

Connect the input wire of the product to the output of 24V constant voltage driver;

Connect the wire CW, WW and positive V2+ of the product with CW, WW of the light strip and the positive electrode wire of driver.

Wireless Tunable White Bridge Box

Wireless Tunable White Bridge Box
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1.   Communication distance: 15-30M
2.  Short circuit: it will cause the damage once output wire is shorted to the ground

Installation guide

For detailed information of APP , please refer to ：
www.beesmart.com.hk:88
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compatibility 

enviromnent 
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Check product power-on condition2

Retry after few seconds3

Restoring to the original state on the lamp, that remove the group, the memory and mode which we have set up before, and then lamp

will not be control

First of all connecting Lamp with bridge box.

Refer to the step of the below to execute.

Wiring the power at the lamp at least 5 second (you can check on or off via the power supply at the lamp).

On/Off power

Wait at least 3 second

Wiring the power

Wait under 4 second

Repeat those steps 1, 2, 3 and 4 seven times

Then the luminaire will be blink for several times which means the luminaire has been restored to the original state

Warning that the remote control and the others equipment which you set up before cannot control the lamp oncerestoring to 

the original state

Restoring the lamp to the original state, the gateway or APP will open the mesh network and allow the lamp connect automatically to 

Zigbee mesh network. Once lamp will flash several time, it mean it is successful and APP will show a few new equipment. Pls refer to 

the APP operation manual.


