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Datasheet

Best in class efficacy enabling optical
flexibility with third party lenses
Fortimo FastFlex DC G4
Applications
• High bay lighting
• Flood and Area lighting
• Urban street lighting
• Road lighting

Key features and benefits
• Philips LED system proposition - L2 + driver
• Optical differentiation and IP-rating via third party (2x2 MX array) lenses
• Module patented surge protection
• Compact/symmetric form factor for maximum fixture design flexibility
• High flux compact form factor
• Short assembly time
• Range of CCT - CRI options
• Instant full light
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Ordering data

Commercial product name EOC 12NC Box quantity
FastFlex LED 2x2 / 730 70x70 DC G4 8718699 607500 00 9290 016 46906 25

FastFlex LED 2x2 / 740 70x70 DC G4 8718699 607524 00 9290 016 47006 25

FastFlex LED 2x2 / 750 70x70 DC G4 8718699 607548 00 9290 016 47106 25

FastFlex LED 2x2 / 840 70x70 DC G4 8718699 607609 00 9290 016 47506 25

Drive currents

Parameter Nominal* Life** Max*** Unit
Fortimo FastFlex LED 2x2 DC G4 530 1500 1500 mA

Module temperatures

Parameter Nominal* Life** Max*** Unit
Tc (case temperature at Tc point) 80 85 100 °C

* Nominal value at which typical performance is specified

** Value at which life time is specified

*** Maximum value for safe operation, do not operate above this value
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Optical characteristics - table per color (CCT)

FastFlex LED 2x2 / 730 70x70 DC G4

Parameter Min Typ Max Unit
Luminous flux 3047 3385 3724 lm

Module efficacy 128 143 lm/W

Correlated color temperature (CCT) 3000 K

Color coordinates (CIEx, CIEy) (0.434, 0.403) -

Color consistency 5 SDCM

CRI 70

Photobiological safety RG2

Ethr 708 lux

Energy efficiency label A++

Above data are initial data.
Measurement precision for flux +/- 5%, for efficacy +/- 6%., for x, y +/- 0.005, for CRI +/- 1.5
A maximum color shift of 7 SDCM is specified for 55000 h at reference operating conditions.

FastFlex LED 2x2 / 740 70x70 DC G4

Parameter Min Typ Max Unit
Luminous flux 3272 3636 4000 lm

Module efficacy 138 153 lm/W

Correlated color temperature (CCT) 4000 K

Color coordinates (CIEx, CIEy) (0.382, 0.380) -

Color consistency 5 SDCM

CRI 70

Photobiological safety RG2

Ethr 708 lux

Energy efficiency label A++

Above data are initial data.
Measurement precision for flux +/- 5%, for efficacy +/- 6%., for x, y +/- 0.005, for CRI +/- 1.5
A maximum color shift of 7 SDCM is specified for 55000 h at reference operating conditions.
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FastFlex LED 2x2 / 750 70x70 DC G4

Parameter Min Typ Max Unit
Luminous flux 3353 3726 4098 lm

Module efficacy 143 159 lm/W

Correlated color temperature (CCT) 5000 K

Color coordinates (CIEx, CIEy) (0.345, 0.355) -

Color consistency 5 SDCM

CRI 70

Photobiological safety RG2

Ethr 708 lux

Energy efficiency label A++

Above data are initial data.
Measurement precision for flux +/- 5%, for efficacy +/- 6%., for x, y +/- 0.005, for CRI +/- 1.5
A maximum color shift of 7 SDCM is specified for 55000 h at reference operating conditions.

FastFlex LED 2x2 / 840 70x70 DC G4

Parameter Min Typ Max Unit
Luminous flux 3047 3385 3724 lm

Module efficacy 128 143 lm/W

Correlated color temperature (CCT) 4000 K

Color coordinates (CIEx, CIEy) (0.382, 0.380) -

CRI 80

Photobiological safety RG2

Ethr 708 lux

Energy efficiency label A++

Above data are initial data.
Measurement precision for flux +/- 5%, for efficacy +/- 6%., for x, y +/- 0.005, for CRI +/- 1.5
A maximum color shift of 7 SDCM is specified for 55000 h at reference operating conditions.
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Beam shape

The Philips LED module generates a Lambertian beam shape, which
is a pragmatic starting point for OEMs wishing to design secondary
optics.

Electrical characteristics

FastFlex LED 2x2 / 730 70x70 DC G4
FastFlex LED 2x2 / 740 70x70 DC G4
FastFlex LED 2x2 / 840 70x70 DC G4

Parameter Min Typ Max Unit
Forward voltage 42.6 44.8 52.0 V

Power consumption 22.6 23.7 27.6 W

Number of modules in series per chain 6

Number of modules in parallel per chain 1

Measurement precision for Vf +/- 3%. Measurement precision for power +/- 3.3%

FastFlex LED 2x2 / 750 70x70 DC G4

Parameter Min Typ Max Unit
Forward voltage 42.0 44.2 52.0 V

Power consumption 22.6 23.7 27.6 W

Number of modules in series per chain 6

Number of modules in parallel per chain 1

Measurement precision for Vf +/- 3%. Measurement precision for power +/- 3.3%
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Tuning information

Flux and efficacy versus current (at Tc nominal)

I [mA] Flux [%] Efficacy [%]
350 69 106

530 100 100

700 126 94

1000 162 82

1500 183 60

Flux and efficacy versus temperature at Tc (at I nominal)

Tcase [°C] Flux [%] Efficacy [%]
85 98 99

80 100 100

25 113 109

0 117 111

Lifetime

Parameter Value Unit
C10 at Tc life 55000 hours

Switching cycles in accordance to EU 1194/2012: >15000
At I life L70B50>55000 hours.
Charts presenting module’s lumen maintenance data are available via your sales representative.

Wiring

Specification item Value Unit Condition
Input wire cross-section 0.25...0.75 mm2 solid wire

18...24 AWG solid wire

Input wire strip length 7.5...8.5 mm

Input wire cross-section 0.33...0.5 mm2 stranded wire

20...22 AWG stranded wire

Input wire strip length 7.5...8.5 mm

6 Datasheet - Fortimo FastFlex LED 2x2 DC G4 June, 2018



Mechanical characteristics

FastFlex LED 2x2 / 730 70x70 DC G4
FastFlex LED 2x2 / 740 70x70 DC G4
FastFlex LED 2x2 / 750 70x70 DC G4
FastFlex LED 2x2 / 840 70x70 DC G4

Parameter Min Typ Max Unit
Length 69.8 70 70.2 mm

Width 69.8 70 70.2 mm

Height excl.connector 1.5 1.7 1.9 mm

Height incl. connector 6 6.2 6.4 mm

Absolute ratings

Parameter Min Typ Max Unit
Current through the LED module (I-max) 1500 mA

Case temperature (Tc-max) 100 °C

Power at rated Vf-max and I-max 72 W

ESD (direct contact) 8 kV

ESD (air) 15 kV

Working voltage 340 Vdc

Ambient temperature -40 °C

Storage temperature -40 65 °C

Surge capability at module level up to 6kV when operating in combination with a Xitanium outdoor driver.
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Application information

Certificates and Standards
CE
ENEC (Ensures products are tested for safety and operation before factory exit AND products are IEC approved by an accredited testhouse)
UL 8750

Application
IP rating No IP-rating

Overheating protection No

Dimming Yes

Performance Window
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