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High-density LED
modules that sell
Fortimo LED SLM PC 1202 L06 1215 G7
For retailers it is essential to create an atmosphere that keeps customers in the store. Creating an attractive
experience requires lighting that brings out rich colors and stunning whites but also implies different beam angles
and lux levels to create contrast, drama, etc… . Fortimo LED SLM helps you to take retail lighting to the next level
with LED modules that ensure merchandise – and your brand – shines. Fortimo LED SLM HD extends the possibilities
to differentiate by combining a high punch effect with narrow beam optics in miniaturized luminaire designs.

Key features and benefits
•High lumen outputs with a small LES size
•High density for optimized luminaire performance
•Small Light Emitting Surface (LES) size for highly efficient narrow beam optics
•Exceptional rendering of whites and rich colors
•Extensive choice of color temperatures, CRI and spectra
•High efficacies
•Extended Tc of up to 95 °C possible
•5y warranty
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Ordering data

Commercial product name EOC 12NC Box quantity
Fortimo SLM C 930 PC 1202 L06 1215 G7 8718696 806883 00 9290 014 62706 20

Drive currents

Parameter Nominal* Life** Max*** Unit
Fortimo SLM PC 1202 L06 1215 G7 200 see performance window 540 mA

Module temperatures

Parameter Nominal* Life** Max*** Unit
Tc (case temperature at Tc point) 85 see performance window 95 °C

* Nominal value at which typical performance is specified

** Value at which life time is specified

*** Maximum value for safe operation, do not operate above this value
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Optical characteristics - table per color (CCT)

Fortimo SLM C 930 PC 1202 L06 1215 G7

Parameter Min Typ Max Unit
Luminous flux 657 730 803 lm

Module efficacy 94 105 lm/W

Correlated color temperature (CCT) 3000 K

Color coordinates (CIEx, CIEy) (0.422, 0.386) -

Color consistency 3 SDCM

CRI 90 92

R9 50

Photometric code 930/359

Radiation angle 115 deg

Photobiological safety RG1 unlimited

At currents higher than 418 mA the module might be classified as RG2
Measurement precision for flux +/- 5%.Measurement precision for efficacy +/- 6%. Measurement precision for x, y +/- 0.005. Measurement precision for
CRI +/- 1.5

Operation point 930 lm lm/W
Tc 25 °C 638 113

80% I-nom 160mA Tc-nom 85 °C 597 109
Tc-max 95 °C 589 108
Tc 25 °C 791 110

I-nom 200mA Tc-nom 85 °C 730 105
Tc-max 95 °C 718 103
Tc 25 °C 1807 84

I-max 540mA Tc-nom 85 °C 1590 75
Tc-max 95 °C 1546 74

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14
97 96 94 91 95 96 91 88 75 90 92 88 96 96
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Beam shape

Bare CoB

CoB with a poke-in holder
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Electrical characteristics

Parameter Min Typ Max Unit
Forward voltage 32.4 34.9 37.4 V

Power consumption 6.48 6.98 7.48 W = kWh/1000h

Thermal power 8.5 W

Number of modules in series per chain 1

Number of modules per chain 1

Number of modules in parallel 1

Measurement precision for Vf +/- 3%. Measurement precision for power +/- 3.3%

Tuning information

Flux and efficacy versus current (at Tc nominal)

I [mA] Flux [%] Efficacy [%]
450 192 78

325 150 88

200 100 100

160 82 104

100 52 108

Flux and efficacy versus temperature at Tc (at I nominal)

Tc [°C] Flux [%] Efficacy [%]
95 98 99

85 100 100

25 108 106

0 111 107
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Lumen maintenance

Operation point Lumen maintenance L70 L80 L90
x 1000 hours B50 B20 B10 B50 B20 B10 B50 B20 B10

80% I nom 160mA Tc 75°C >50 >50 >50 >50 >50 >50 39 34 30
Tc nom 85°C >50 >50 >50 50 43 39 24 20 19
Tc max 95°C 50 43 39 31 27 25 15 13 12

I nom 200mA Tc 75°C >50 >50 >50 >50 >50 >50 33 28 25
Tc nom 85°C >50 >50 >50 42 36 33 20 17 15
Tc max 95°C 42 36 33 26 23 21 12 11 10

I max 450mA Tc 75°C >50 45 42 33 28 26 15 13 12
Tc nom 85°C 35 30 28 22 19 18 10 9 8
Tc max 95°C 22 19 17 14 12 11 6 6 5

Lifetime

Parameter Value Unit
C10 at Tc life 50000 hours

M70F50 nominal >50000 hours

M70F50 life >50000 hours

Switching cycles in accordance to EU 1194/2012: >15000
At I life L70B50>50000 hours.
Charts presenting module’s lumen maintenance data are available via your sales representative.
Please refer to the performance window to ensure that your operati

Performance Window
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Mechanical characteristics

Parameter Min Typ Max Unit
Length 14.8 15 15.2 mm

Width 11.8 12 12.2 mm

Height PCB 0.9 1 1.1 mm

Height including dam 1.2 1.5 1.8 mm

Product mass 0.45 gram

Absolute ratings

Parameter Min Max Unit
Current through the LED module (I-max) 450 mA

Case temperature (Tc-max) 95 °C

Power at rated Vf-max and I-max 18.7 W

ESD (direct contact) 8 kV

Ambient temperature -20 40 °C

Storage temperature -40 80 °C
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Application information

Certificates and Standards
IEC 62031:2008/A1:2012/A2:2014 
EN 62031:2008/A1:2013/A2:2015 
Relevant clauses of IEC 62471:2006 (Incl. IEC/TR 62471-2: 2009 and IEC/TR 62778: 2014)
Relevant clauses of IEC 60838-1:2004/A1:2008/A2:2011 with IEC 60838-2-2:2006 /A1:2012
Relevant clauses of EN 62471:2008 (With IEC/TR 62471-2: 2009 and IEC/TR 62778: 2014)
Relevant clauses of EN 60838-1:2004/A1:2008/A2:2011 with EN 60838-2-2:2006/A1:2012
UL 8750
ENEC+
CE

Environmental
RoHS/REACH

Application
IP rating No IP-rating

Overheating protection No

Luminaire class IEC Class I and Class II

Dimming Yes
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