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@ CERTIFICATE FOR CHINA COMPULSORY PRODUCT CERTIFICATION

CERTIFICATE NO.: 2019011002202281

NAME AND ADDRESS OF THE APPLICANT

Signify (China) Investment Co., Ltd.
Building no.9, Lane 888, Tianlin Road, Minhang District, Shanghai 200233, China

NAME AND ADDRESS OF THE MANUFACTURER

Signify (China) Investment Co., Ltd.
Building no.9, Lane 888, Tianlin Road, Minhang District, Shanghai 200233, China

NAME AND ADDRESS OF THE FACTORY

PRODUCT NAME, MODEL AND SPECIFICATION

A.C. Supplied Electronic Controlgears For LED Modules (LED Controlgear,
Independent, SELV, Constant Current Mode, Control Port Dimming: 1-10V, Class
[T, IP20, Suitable For Direct Mounting O)n Normally Flammable Material, ta:

45°C
See Appendix; 220-240V~ 50/60Hz; Basic Insulation Between Dimming Port And LV.
THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS

GB17625.1-2012;GB/T17743-2017,GB19510.1-2009;GB19510.14-2009

This is to certify that the above mentioned product(s) complies with the requirements of
implementation rules for compulsory certification(REFNO.CNCA-C10-01:2014).

Valid from: Jul.03,2019 Valid until: Jul.03,2024

The validity of the certificate is subject to positive result of the regular follow up inspection by
issuing certification body until the expiry date.
The certificate information is available through CNCA's website: www.cnca.gov.cn

President: :‘;‘7 ‘3’%

Lu Mei

CHINA QUALITY CERTIFICATION CENTRE

http://www.cgc.com.cn Section 2, No. 188, Nansihuan Xilu, Beijing 100070 P. R. China Tel: +86 10 83886666
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Xitanuim 44W 1.05A 42V 1-10V 230V | % A\: Pn=50W; %iHi: 44W 1.05Adc 60VdcMAX; tc: 85°C
Xitanuim 38W.0.9A 42V 1-10V 230V | #1 A\ : Pn=44W; #itH: 38W 0.9Adc 60VdcMAX; tc: 85°C
Xitanuim 34W 0.8A 42V 1-10V 230V | fii A\ : Pn=39W; #iti: 34W 0.8Adc 60VdcMAX; tc: 80°C
Xitanuim 30W 0.7A 42V 1-10V 230V | #i A\ : Pn=34W; #ith: 30W 0.7Adc 60VdcMAX; tc: 80°C
DL 35N 220-240V~ 50/60Hz.
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