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 Certificate No.: SAA191248 

   
Certificate Holder: Signify Netherlands B.V. 

High Tech Campus 48,  
5656 AE Eindhoven,       
Netherlands 
 

 Class Description: Non-Prescribed 
 Product Description: LED Driver (Built-in type, constant current) 
 Brand Name: PHILIPS 
 Model No.: Xitanium 35W 0.08-0.35A 220V TD16 230V 
 Markings: Input: 220-240Vac/dc, 50/60Hz or dc, 0.18A  

Output: 50-220Vdc, 250Vdc Max, 0.08-0.35A 35W  
ta:50°C tc:75°C, Thermally Declared 

 Standard: AS 61347.2.13:2018  
AS/NZS 61347.1:2016 Inc A1 

 Conditions: All models approved under this Certificate are for 
use with ordinary luminaires and centralised 
emergency power supplies only.  

  All models approved under this Certificate must 
comply with the Standard requirements of the end 
product when installed. 

 
 Certification Mark: RCM and SAA191248 
 
 Date First Registered:  6 June 2019 
 Date of Expiry:  6 June 2024 
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*Addendum* 
 

 Certificate No.: SAA191248 

 Date of Issue: 6 June 2019  
 Class Description: Non-Prescribed 
 Product Description: LED Driver (Built-in type, constant current) 
 

Additional Models Description 
Xitanium 60W 0.08-0.35A 300V TD16 230V Input: 220-240Vac/dc, 50/60Hz or dc, 0.3A  

Output: 100-300Vdc, 330Vdc Max, 0.08-0.35A 60W 

Xitanium 60W 0.15-0.5A 220V TD16 230V Input: 220-240Vac/dc, 50/60Hz or dc, 0.3A  
Output: 50-220Vdc, 250Vdc Max, 0.15-0.5A 60W 

 


