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D DEKRA

ANNEX TO ENEC CERTIFICATE 71-108234

SPECIFICATION OF THE CERTIFIED PRODUCT

Product data

Product . Electronic driver for LED modules

Trade name(s) : PHILIPS

Type(s)/model(s) : Xitanium 35W 0.08-0.35A 220V TD16 230V,
Xitanium 60W 0.08-0.35A 300V TD16 230V and
Xitanium 60W 0.15-0.5A 220V TD16 230V

Rated voltage/nature of supply : 220-240 Vac/dc

Rated frequency : 50/60 Hz; DC

Ambient temperature range : ta:-25...+50 °C

Cmax. case temperature : tc:75°C

Power factor : pf: 0.9C

Description . built-in LED drivers

Product data — type Xitanium 35W 0. 08-0 35A 220V TD16 230V

Rated input current (lin) : 0.18A

Rated input power (Pin) : 39w

Output voltage range (Uout) : 50-220 Vdc
Open circuit voltage (Uout max) : 250V

Output current range (lout) : 0.08-0.35 Adc
Output power (Pout) : 3B/W

Product data — type Xitanium 60W 0. 08-0 35A 300V TD16 230V

Rated input current (In) 0.30 A

Rated input power (Pin) : 66 W

Output voltage range (Uout) : 100-300 Vdc
Open circuit voltage (Uout max) : 330V

Output current range (lout) : 0.08-0.35 Adc
Output power (Pout) : 60W

Product data — type Xitanium 60W 0. 15-0 5A 220V TD16 230V

Rated input current (In) 0.30 A
Rated input power (Pin) : B6W

Output voltage range (Uout) : 50-220 Vdc
Open circuit voltage (Uout max) : 250V
Output current range (lout) : 0.15-0.5 Adc
Output power (Pout) : 60W
TESTS

Test requirements

EN 61347-1:2015

EN 61347-2-13:2014

EN 61347-2-13:2014/A1:2017
EN 62384:2006

EN 62384:2006/A1:2009

Test result
The test results are laid down in DEKRA test file 223639000.
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