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The “/a” proposition is the unique o�ering to address miniaturization trend in Philips point driver portfolio. The “Track 

adapter” family is being extended with new ranges and new derivatives every day to make it suitable both for di�erent 

applications and also for di�erent segment needs. 

Now these ranges can be adapted for use in track light applications by the use of a nipple that can be ordered 

separately, as an accessory*. This will ensure that the driver is thermally protected and safe to use in ceilings**.
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Logistical data  

Product name  Logistical code 12NC   Colour Package (sets)

Nipples X1 white 929001476806 Aluminium /White 400

Nipples X1 grey 929001477006 Aluminium /Grey 400

Nipples X1 black 929001476906 Aluminium /Black 400 

 

 

Compatible  driver list 

                  Xitanium track adaptor drivers 1 Circuit                    Xitanium track adaptor drivers 3 Circuit

9290 014 96980 Xitanium 10W/a 0.2/0.25A 40V 1CB 230V 9290 014 76006 Xitanium 10W/a 0.2/0.25A 40V 3CB 230V

9290 014 97380 Xitanium 10W/a 0.2/0.25A 40V 1CG 230V 9290 014 76406 Xitanium 10W/a 0.2/0.25A 40V 3CG 230V

9290 014 96580 Xitanium 10W/a 0.2/0.25A 40V 1CW 230V 9290 014 75606 Xitanium 10W/a 0.2/0.25A 40V 3CW 230V

9290 014 97080 Xitanium 20W/a 0.35/0.5A 40V 1CB 230V 9290 014 76106 Xitanium 20W/a 0.35/0.5A 40V 3CB 230V

9290 014 97480 Xitanium 20W/a 0.35/0.5A 40V 1CG 230V 9290 014 76506 Xitanium 20W/a 0.35/0.5A 40V 3CG 230V

9290 014 96680 Xitanium 20W/a 0.35/0.5A 40V 1CW 230V 9290 014 75706 Xitanium 20W/a 0.35/0.5A 40V 3CW 230V

9290 014 97180 Xitanium 32W/a 0.7/0.8A 40V 1CB 230V 9290 014 76206 Xitanium 32W/a 0.7/0.8A 40V 3CB 230V

9290 014 97580 Xitanium 32W/a 0.7/0.8A 40V 1CG 230V 9290 014 76606 Xitanium 32W/a 0.7/0.8A 40V 3CG 230V

9290 014 96780 Xitanium 32W/a 0.7/0.8A 40V 1CW 230V 9290 014 75806 Xitanium 32W/a 0.7/0.8A 40V 3CW 230V

9290 014 97280 Xitanium 42W/a 0.9/1.05A 40V 1CB 230V 9290 014 76306 Xitanium 42W/a 0.9/1.05A 40V 3CB 230V

9290 014 97680 Xitanium 42W/a 0.9/1.05A 40V 1CG 230V 9290 014 76706 Xitanium 42W/a 0.9/1.05A 40V 3CG 230V

9290 014 96880 Xitanium 42W/a 0.9/1.05A 40V 1CW 230V 9290 014 75906 Xitanium 42W/a 0.9/1.05A 40V 3CW 230V

 

 

Dimensions (mm)

Therad A B D H T

M10x1 16.8 24.9 6.9 9.8 1.85

*  It is suitable for the Xitanium track adapter 1C driver and Xitanium track adapter 3C driver.

**It can support the torque no more than 3Nm.
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