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Datasheet

Fortimo LED Strip 1ft 1100Ilm HE HV4

The High Efficiency (HE) range of modules in our popular Fortimo LED Strip product family offers the highest
efficiency available. This performance is validated on module level in real application conditions and allows for
luminaires to achieve the highest energy savings.

The High Flux version (offering 2000 lumen/foot) is ideally positioned for industrial applications. The Mid Flux
version (1100 lumen/foot) is positioned for a broad range of applications from office to retail and industry.

Key features and benefits

-State of the art LED module efficiency of up to 200 Im/W

-Long life-time: > 50,000 hours

-Good color rendering (CRI80) and color consistency (3 SDCM)

-Available in the popular Fortimo LED Strip form factor (20 mm wide), with lengths of 1 and 2 foot.
-Choice of color temperatures (3000, 4000 and 5000K)

-Tunable lumen output, efficacy and lifetime

-Wide temperature (Tc) range from -40°C up to +80°C

-Five year system warranty
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Ordering data

Commercial product name EOC 12NC Box quantity

Fortimo LED Strip 1ft 1100Im 830 HE HV4 8718699 612597 00 9290 016 57306 168

Fortimo LED Strip 1ft 1100Im 840 HE HV4 8718699 612610 00 9290 016 57406 168

Fortimo LED Strip 1ft 1100Im 850 HE HV4 8718699 612634 00 9290 016 57506 168

Drive currents

Parameter Nominal* Life** Max*** Unit
Fortimo LED Strip 1ft 1100lm HE HV4 186 360 400 mA
Module temperatures

Parameter Nominal* Life** Max*** Unit
T. (case temperature at T, point) 45 70 80 °C

* Nominal value at which typical performance is specified

** Value at which life time is specified

*** Maximum value for safe operation, do not operate above this value
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Optical characteristics - table per color (CCT)

Fortimo LED Strip 1ft 1100Im 830 HE HV4

Parameter
Luminous flux

Efficacy

Correlated color temperature (CCT)

Color coordinates (CIEx, CIEy)
Color consistency

CRI

R9

Photobiological safety

Measurement precision for flux +/- 5%.Measurement precision for efficacy +/- 6%.

CRI 1.5
Operation point

80% I-nom 149mA

I-nom 186mA

I-max 400mA

830

Tc25°C
Tc-nom 45 °C
Tc-max 80 °C
Tc25°C
Tc-nom 45 °C
Tc-max 80 °C
Tc25°C
Tc-nom 45 °C
Tc-max 80 °C

Fortimo LED Strip 1ft 1100lm 840 HE HV4

Parameter
Luminous flux
Efficacy

Correlated color temperature (CCT)

Color coordinates (CIEx, CIEy)
Color consistency

CRI

R9

Photobiological safety

Measurement precision for flux +/- 5%.Measurement precision for efficacy +/- 6%.

CRI 1.5
Operation point

80% I-nom 149mA

I-nom 186mA

I-max 400mA
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Tc25°C
Tc-nom 45 °C
Tc-max 80 °C
Tc25°C
Tc-nom 45 °C
Tc-max 80 °C
Tc25°C
Tc-nom 45 °C
Tc-max 80 °C

849
836
808
1048
1032
997
2120
2086
2012

891
874
840
1102
1080
1038
2239
2194
2106
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CF:

Im/W
186
185
183
182
181
178
163
162
159

A
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Im/W
196
194
190
191
190
186
172
171
167

Min
980

80

Min
999

80

Typ Max Unit
1032 1084 Im
181 Im/W
3000 K
(0.433, 0.403) -
3 SDCM
RG1 unlimited

Measurement precision for x, y +/- 0.005. Measurement precision for

[:£:3

06

Relative power (au}

04

02
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Wavelength (nm)

Typ Max Unit
1080 1161 Im
190 Im/W
4000 K
(0.378, 0.375) -

3 SDCM

RG1 unlimited

Measurement precision for x, y +/- 0.005. Measurement precision for

Relative power (au)
o
&

650 700 750 800

Wavelength (nm}
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Fortimo LED Strip 1ft 1100Im 850 HE HV4

Parameter
Luminous flux

Efficacy

Correlated color temperature (CCT)

Color coordinates (CIEx, CIEy)
Color consistency

CRI

R9

Photobiological safety

Measurement precision for flux +/- 5%.Measurement precision for efficacy +/- 6%.

CRI'1.5

Operation point

80% I-nom 149mA

I-nom 186mA

I-max 400mA
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Tc25°C
Tc-nom 45 °C
Tc-max 80 °C
Tc 25°C
Tc-nom 45 °C
Tc-max 80 °C
Tc25°C
Tc-nom 45 °C
Tc-max 80 °C

879
862
828
1086
1065
1024
2208
2164
2078

O->>

€

Im/W
193
191
187
189
187
183
170
168
165

Min
1034

80

Typ Max Unit
1065 985 Im
187 Im/W
5000 K
(0.340, 0.350) -
3 SDCM
RG1 unlimited

Measurement precision for x, y +/- 0.005. Measurement precision for

Relative power (au)
o
&

Wavelength (nm)
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Beam shape

The Philips LED module generates a Lambertian beam shape, which
is a pragmatic starting point for OEMs wishing to design secondary

optics.
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Electrical characteristics

Parameter Min Typ Max Unit
Forward voltage 29.4 30.6 30.9 \Y
Power consumption 5.47 5.70 5.75 W = kWh/1000h
Number of modules in series per chain 8
Number of modules in parallel 2
Measurement precision for Vf +/- 3%. Measurement precision for power +/- 3.3%
Specifications stated at Tc-nom and I-nom
Tuning information
Flux and efficacy versus current (at Tc nominal)
1 [mA] Flux [%] Efficacy [%]
= 200
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@
273 143 95 2 100
186 100 100 o 160
149 81 102 5 140 |
93 51 106 = 5
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Current (mA)
Flux and efficacy versus temperature at Tc (at | nominal)
Tc [°C] Flux [%] Efficacy [%]
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Tcase (°C)
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Lumen maintenance

Operation point Lumen maintenance L70 L80 L90
x 1000 hours B50 B20 B10 B50 B20 B10 B50 B20 B10
80 % I-nom: 149 mA Tc25°C >100 >100 >100 >100 >100 >100 88 86 85
Tc_nom 45 °C >100 >100 >100 >100 >100 >100 68 66 65
Tc_life 70°C >100 >100 >100 >100 >100 >100 50 48 48
100 % I-nom: 186 mA Tc25°C >100 >100 >100 >100 >100 >100 80 78 77
Tc_nom 45 °C >100 >100 >100 >100 >100 >100 61 60 59
Tc_life 70°C >100 >100 >100 95 93 92 45 44 43
Ilife: 360mA Tc25°C >100 >100 >100 >100 >100 >100 59 58 57
Tc_nom 45 °C >100 >100 >100 96 94 92 45 44 44
Tc_life 70°C >100 >100 >100 71 69 69 33 32 32
Lifetime
Parameter Value Unit
M70F50 nominal >100000 hours
M70F50 life >100000 hours
Performance Window
g 400
= 350
g 300
v
250
200
150
100
50
0
0 10 20 30 40 50 60 70 80
Tcase (°C)
Wiring
Specification item Value Unit Condition
Input wire cross-section 0.2...0.75 mm?2 solid wire, stranded wire
18...24 AWG solid wire, stranded wire
Input wire strip length 7..9 mm
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Mechanical characteristics

Parameter Min Typ Max Unit
Length 278.9 279.2 279.5 mm
Width 19.8 20 20.6 mm
Height excl. connector 1.4 1.6 1.8 mm
Height incl. connector 5.65 5.85 6.05 mm
Product mass 20 gram
Eh }
i i) T |
84.6 846 : :
279.210.3
125 125
62.5 62.5
< 53.2 44.757
== i 14 I e Ry EB o e
&—o--8-6-8-—3|8-H8-0-8+6-8-—68-8-G8-B-8-—&-8-0 3 T
(5.9) 4.3+0.1 (Sx)_| [\ (R2.15) (5x) 5.9)
(1EzT
Absolute ratings
Parameter Min Max Unit
Current through the LED module (I-max) 400 mA
Case temperature (Tc-max) 80 °C
Power at rated Vf-max and I-max 12.4 W
ESD (direct contact) 8 kv
ESD (air) 15 kv
Working voltage 350 Ve
Voltage strength 1700 Vac
Ambient temperature -20 °C
Storage temperature -40 85 °C
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Application information

Certificates and Standards

IEC 62384

IEC 62031:2008/A1:2012/A2:2014

EN 62031:2008/A1:2013/A2:2015

Relevant clauses of EN 62471:2008 (With IEC/TR 62471-2: 2009 and IEC/TR 62778: 2014)
CE

ENEC

ENEC+

Zhaga Compliant*
*Book 7, L28W2

Application

IP rating No IP-rating
Overheating protection No protection

Luminaire class IEC Class | and IEC Class Il
Dimming Yes

9 Datasheet - Fortimo LED Strip 1ft 1100Im HE HV4 January, 2022



PHILIPS

o

© 2022 Signify Holding, IBRS 10461, 5600VB, NL. All rights reserved. The information provided herein
is subject to change, without notice. Signify does not give any representation or warranty as to the
accuracy or completeness of the information included herein and shall not be liable for any action in
reliance thereon. The information presented in this document is not intended as any commercial offer
and does not form part of any quotation or contract, unless otherwise agreed by Signify.

Philips and the Philips Shield Emblem are registered trademarks of Koninklijke Philips N.V. All other
trademarks are owned by Signify Holding or their respective owners.
UK importer address: 3 Guildford Business Park, GU2 8XG

05/01/2022

www.philips.com/oem



